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APPLICATIONS

Footwear

Home Textile

Accessories

Bags

Pret-a-porter

Decorative Panels

SUBLITEX

created in 1976 from a ground-breaking Miroglio Group project 

designed toward exploring the transfer paper world, Sublitex 

has evolved into a world leader in state-of-the-art transfer paper 

technology and decorative printing on a broad spectrum of surfaces.

Keenly focused market insight and innovation enables Sublitex

to deliver a myriad of applications that satisfy customer needs and

market demands.

Powerful designing and innovative capability, combined with an insatiable thrust toward driving growth and inno-

vation, positions Sublitex at the forefront of 4 business segments: Fashion, Architecture, Interior Design and Con-

struction Materials with six product families. Finely tuned toward honing customer satisfaction and staying one step 

ahead of the changing marketplace, Sublitex uses transfer paper, films and foils to translate any decorative design 

or pattern onto all materials such as: fabric, leather, plastic, wood, glass, aluminium and plastic.

Technology, creative-thinking and expertise filter out enormous power and freedom to identify the more effective 

technological solution: any image, design or material is finely orchestrated into a digital layout printable on a broad 

array of surfaces. Sublitex is organised around a sales network creating a powerful force in 50 countries, and 	

Sublitex products are used by leading customers across the market spectrum.

GOCCE

This is the solution proposed to decorate leather, eco-leather, synthetics and fabric of all kind. 

Gocce is a special resin-coated film that reproduces the desired design. Given the outstanding variety of effects 

that can be attained, this transfer technique enables the maximum expression of creativity. Immediately springing to 

mind with Gocce is the Fashion market, with apparel, bags, shoes and leatherwear, and, not least, with countless 

application solutions, the Interior Design market.

Additionally, Gocce can be used in combination with other applications: Transfer Paper or Foil.

THE CHARACTERISTICS 

•	 Variety of possible effects on materials

•	 Easy application

•	 Colour warmth, iridescence and sparkle

•	 Faster transfer process



LIGHTFASTNESS

Values reported according to “Blue Scale” (max 8) for solid pure pigments.

The effective solidity may change upon these factors: 

•  Amount of resin / pigment used

•  Depth of the design

The best conditions are selected in accordance to every single design to match the highest standards.

Abrasion resistance “Martindale”(Rub test)

Tests have been carried out by qualifield laboratories, abrasion test “Martindale” refers to norms ISO 12947-1-2-3-4 

December 1998/ASTM D4966-89. The results of ”Martindale” cycles are up to 4, according to norms ISO 105-A02/

BS 1006 A02: 1978. The result depends also on typology of fabric.

•	 Low resistance fabric (L.R.)

•	 Medium resistance fabric (M.R.)

•	 High resistance fabric (H.R.)

•	 Very high resistance fabric (V.R) 

* Above results are indicative, further datas (specific for design/fabric) may be provided upon request.

COLOUR VALUE

  WHITE 7

  BLACK 7/8

  BROWN 5/6

  GOLD 7

  SILVER 7

  RED 5/6

GOCCE CLASSIFICATION

GOCCE TRANSPARENT
(art. 955, 910, 911, 912, 913, 944)
Transparent polyester film

+ Transparent resin

METAL GOCCE 
(art. 844)

Polyester film,
Gold/Silver gloss 

and metallic colour
+ Transparent resin

COLOR GOCCE
(art. 847)

Polyester film colored, 
gloss and metallic 

+ Transparent resin

MATTE GOCCE
(art. 899) 

Polyester film colored, 
matt and metallic 

+ Transparent resin

GOCCE STAMP
(art. 960, 961, 962, 964) 
Transparent polyester film
+ Printed resin

GOCCE DROP
(art. to be informed upon request) 
Printed polyester film 
(any design)
+ Transparent resin

GOCCE (COLOURED) 
(art. chance on colorways)
Transparent polyester film
+ Pigmented resin

 

 

 

 

 

 

 

 Test results*
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Test results say that Fabric + Gocce reacts in a good way, moreover Gocce application improves flame re-

tardant properties of fabrics its self. It reaches class 2 Italian.

Our conclusion is that Gocce foil once applied onto any flame retardant fabric not only does it maintain the 

same properties but improves its resistance.

FIRE RESISTANCE CROSS CHART

* Example of cross chart among different country rules 

FIRE RESISTANCE

.

To date there is no unique European standard that rules fabrics according to their flame resistance capacity, each 

country has its own rule, some are very similar. In Italy the rules are established according to D.M. 26/06/1984 who 

also impose to fabric makers to issue a fire prevention certification.

The Italian rule is one of the most severe regulations within the European Union.

The flame resistance properties are ranked with class numbers from 1 to 5 (1 best, 5 the worst).

Our specific resin used to produce Gocce is made with a “flame retardant”, and unlike previously used substances 

it is not hazardous for the environment nor for humans and allows Gocce to successfully outperform even the most 

severe flame resistant tests. 

Sublitex has run tests for the homologation of the product Fabric + Gocce at:

“Dipartimento dei Vigili del Fuoco del Soccorso Pubblico e della Difesa Civile Area V - Protezione Passiva” 

of the Internal Ministry of Italian Republic.

We have made test on “Contract Blackout fabrics” already classified as flame retardant according to M1 French rule 

as per UNI 8456:2008 and UNI 9174:2008

 

 

Da entrambe i test è emerso che TESSUTO + GOCCE si  comporta in maniera 

eccellente, e ha valutazioni superiori al tessuto ignifugo tal quale. 

Viene assegnata la CLASSE 2 Italiana. 

Si può quindi concludere che “Gocce” applicate su un qualsiasi tessuto ignifugo,  non 

solo ne mantiene inalterate le proprietà di comportamanto al fuoco, ma me aumenta la 

resistenza. 
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* Tab. 2   Esempio di corrispondenza tra classi di resistenza al fuoco italiane e straniere 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 

 



ECO FRIENDLY

Innovation and passion given by Sublitex is a must to develop all our products taking into consideration all aspects 

required to meet any need and requirement of our customer and markets.

“Gocce”, a product consisting in a polyamide resin, offers a “plus” which has never been released so far. Accompli-

shing latest and high-end international standards, it contains a “Flame Retardant” additive, unique in its specifica-

tions and features.

Let’s analyze its Plus:

• Ecological:  unlike other existing additives on the market (many banned by the UE) it’s composed of non-polluting 

ingredients and proven as non-harmful to health.

This is an important consideration Sublitex takes each time before developing new products to give the best to its 

customers.

APPLICATION SYSTEM

• 	 Transparent Foil: Put resin pattern (film side up) in direct contact with fabric.

• 	 Metallic Foil: Put thermoadhesive resin side of film (metallic film side up) in direct contact with fabric.
 
Our standard parameters for application are:

 

• 	 It is recommended to optimize the operating conditions through the testing of parameters in the actual 		
	 production, depending on the means of transfer and the material to be decorated.

• 	 Ensure the fabric has not undergone any finishing or washing process.

• 	 It is recommended to wait at least 24 hours before removing the film.

•	 Storage
	 Keep in a dry and ventilated place away from extreme heat conditions and store in original cardboard 		
	 boxes.

•	 Product expiry date
	 Transparent Foil: 6 months   Metallic Foil: 3 months

•	 Washing Recommendations
	 The tests have seen made by our laboratory conditions for optimal washing recommendations are as 		
	 follow:

	 1.  30°C “delicate” cycle
	 2.  No dry cleaning 
	 3.  No bleaching
	 4.  No Iron
	
•	 “The maximum finish/result is obtainable if the foil is transferred onto untreated fabric.”

•	 How to remove foil
	 To obtain the best results, removing the foil after transfer process, has to be done upside down therefore 		
	 with foil down side and fabric on the top side. This helps maintain the quality of fabric.

•	 Application system and removing of foil may differ upon machinery used. We may help you in adjusting 		
	 your machine parameters with help of our Technical Dept.   

•	 Sublitex may provide with a transfer service of our foils onto any kind of fabric.
	

 

CONSIGLI DI APPLICAZIONE / SERVICE 

 

Service: 

 

Sublitex fornisce un servizio di trasferimento per  Gocce su ogni tipologia di supporto per un 

risultato ottimale. 

 

Applicazione: 

 
Instructions for use : FABRIC 
 

 Temperature Pressure  
Calandar 150-160 [°C]   [m/minute] 

 
Instructions for use: SYNTHETICS  

 Temperature Pressure  
Calandar 150-160 [°C]    

 
Instructions for use : LEATHER 

 Temperature Pressure Speed
 Flat prees 108 [°C]  10 [Kg/cm ]  4 [sec] 

 
 
Consigli: 
 
 

• It is recommended to wait at least 24 hours before removing the film. 
 

• Storage 
 Keep in dry and ventilated place, protect from heat and sunlight. 
 

• Product expiry date 
 Transparent Foil: 6 months   Metallic Foil: 3 months 
 

• Washing Recommendations 
 The tests have seen made by our laboratories, and the result of optimal washing conditions are 
 the following: 

1. 30°C "delicate" cycle 
2. No bleaching 
3. No Iron 

 
• "The maximum finish/result is obtainable if the foil is transferred onto untreated fabric." 

 
 

• Spellicolamento per Metal Gocce / Metcol Gocce 
 Per ottere il miglior risultato nel rimuovere la lamina dopo l’avvenuto trasferimento, evitando 
 così gli “eccessi di lamina”, bisogna spellicolare a secco, ovvero con la lamina rivolta verso il 
 basso e il supporto verso l’alto. 
  

• “Il trasferimento e lo spellicolamento variano a seconda dei macchinari in possesso di chi 
acquista Gocce, partendo dai parametri standard impiegati, eventualmente corretti attraverso 
prove industriali presso i vostri impianti. 
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